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data floor
� Total data floor measures approximately 33,000ft2 (3,066m2)

� Shared or dedicated partitioned areas  

� Space from a single interShelf to a dedicated interSuite or interVault

� 1500kg/m2 ground 500kg/m2 1st & 2nd uniform floor slab loading

� 300mm raised floors

� 3.2m from floor to ceiling

power and air conditioning
� 4 x 2000 kva Generator back-up @ N+1  

� UPS system – redundant parallel formation @ N+1

� Close control downflow air conditioning units to guarantee stable temperature and humidity @ N+1

� 2 independent AC chilled water systems @ N+1

� 3.6 MVA of UPS conditioned power @ N+1

� Diverse Power Supplies with diesel generator backup

security
� Aspiration Smoke Detection Apparatus (ASD) installed 

� Very Early Smoke Detection Apparatus (VESDA) installed 

� MIST fire suppression system

� CCTV system covering all entrances/exits and main areas

� 24-hour video recording 

� Full perimeter alarm 

� PAC security card access system

� Visual verification of all persons entering the data floor

communications 
� Multiple Fibre Providers

� Multiple Internet Service Providers 

� Diverse independent Telco risers from public highway to data floor

� Choice of telecommunications service providers 

amenities
� 1 combined passenger and goods lift  

� Separate goods delivery area away from data floor 

� Separate unpacking area away from data floor (“dirty room”) 

� Separate machine set-up area away from data floor (“clean room”)

� Bookable meeting rooms

� Bookable engineers’ rooms

� Offices available for your own full-time engineers (interDesk service)

technical specifications

redbus interhouse’s data centre in Amsterdam was designed to provide the Dutch market with

a data housing infrastructure based on the latest technology in terms of security, power,

technical specifications and meeting facilities. redbus interhouse brings a new standard in

Europe-wide data housing.




